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Test Data:

SOUND ABSORPTION

ASTH
General [nformation
Profect No:
Customer: The Acoustics Conpany
TestOate: 08-03-2012
| Polyester Acoustic Panol
Specimen Desa ption:

imen Dimensions - Area

72,00° W x 144.00° K - 72,00 f?
MW

[Operator:
Data Table oom Conditions
rovton - asoplon *  Absapuon
eToty (M) wmale im3)_ Cosfficant

80 481 044 007
100 S.15 1.16 017
125 276 2.0 031
160 296 188 028
200 3.74 2.75 041
250 371 3.86 058
315 343 S.10 076
400 360 631 0%
S00 3.9 7.2 108
638 426 7.3 111
800 473 7.36 1.10
1000 S.03 740 .11
1250 .45 7.21 08
1600 6.17 6.94 04
2000 6.97 6.97 [
2500 7.75 6.27 S
3150 8.61 6.53 %8
<4000 10.25 6.97 1]
S000 12.20 6.76 01

* based on on extended plone arca of 72.00ft2
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Sound Absorption Coefficlent vs. Frequency
-

1.5

0.25+

0.00- J

NRC
10.95 |

1000
Ono-Thed Octave Frequency (1)

SAA
[0.93 |

This Page alone Is not a complete Report

Ear Controlled Data

Report Number ESP-010467-1

August 9, 2012

Paged of 4



	ASTM_C423_T-MAX_80K_50T_NRC_01.jpg
	ASTM_C423_T-MAX_80K_50T_NRC_02.jpg
	ASTM_C423_T-MAX_80K_50T_NRC_03.jpg
	ASTM_C423_T-MAX_80K_50T_NRC_04.jpg



